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HDI ARCU 5 & 10

« Either 110/120vac Power
» Analog Telephone Line (POTS, PBX, Or Central Office) with RJ11 connector. If you are installing on a Voice
Over IP (VolP) phone system, you must obtain from HDI Model (ADA-IP) or the phone system provider a

VolIP Interface programmed to provide a disconnect (CPC) signal.

» Twisted, shielded, 24 or 22 gauge, 4 wire cabling (CAT 5 rating or greater) to connect between
each ADA-1000 and the ARCU Master Station.

Installation:

* Remove the front cover from the ARCU Master Station and punch out conduit knockouts for analog
phone line and Phone cabling runs.

» Mount the ARCU Master Station to the wall using suitable mounting screw s (not included).
» Connect the backup battery cable to the battery terminal.

« Connect an analog phone line to the Outside Phone Line Connection
located on the lower left of the circuit board (See Diagram A).

(Diagram A)

» Take 4 wire cabling and insert into push connectors
along left side of circuit board following wiring on page
5 and 6. Terminate connector onto other end of
wires to connect to the ADA-1000.

 Shield grounds from cabling runs (if used) should be attached to
one of the mounting screws on the housing.

* Mount the front cover on the ARCU Master Station. ‘

* Plug the power cable into the 120VAC outlet ADA-1000 L—p
Connections

ARCU Master Handset ==

Ports for Optional
Masters A&B :
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ADA-1000 Rear Elevation wiring to the ARCU Master Station

Relay Alarm
only used as
momentary
contact closure

24 Vdc from a dc power supply OR
24 Vac from the supplied transformer
Connect to the black wire labeled AC/DC

GREEN
Area Connector
on the
ARCU Master




Wiring Diagram ARCU-5,10, ADA-1000 & Transformer
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Wiring Diagram ARCU-5,10, ADA-1000 & ACS-2000
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Programming Options for the ARCU Master

a. Program the ARCU Master to allow ADA-1000’s to call it then a Secondary Outside Number
1. Programming steps:

000U

Unplug Power Supply and Battery Back-Up from ARCU Master
Hold down 1, 3, and 5 TALK buttons
Re-connect power to ARCU Master

Release buttons- will hear a confirmation tone
Press 2 TALK button, Red Button, and 1 TALK button
Press Master B button then Master A button

b. Program ARCU Master to allow ADA-1000’s to call an Outside Number Only (Factory Default)
1. Programming steps:

a.

~0ooo0C

Unplug Power Supply and Battery Back-Up from ARCU Master
Hold down 1, 3, and 5 TALK buttons
Re-connect power to ARCU Master

Release buttons- will hear a confirmation tone
Press 2 TALK button, Red Button, and 1 TALK button

Press Master B button then Master A button

*Note: You must still program each ADA-1000 after Programming ARCU Master




Programming Options for ADA-1000 !

a. Program ADA-1000’s in Consolidator mode - (Required)
1. Programming steps

a.

b.

C.

d.

-~ O

Press Enter to get into program mode

Press 7, Enter 7
For Area’s 1-5; Press *, 1-5

For Example:
For Area 1, Press 7, Enter, *, 1
For Area 2, Press 7, Enter, *, 2
For Area’s 6-10; Press #, 1-5
For Example:
For Area 6, Press 7, Enter, #, 6
For Area 7, Press 7, Enter, #, 7
Press and hold Stop for 2-3 seconds until warble sound to exit programming
Confirm operation by calling the phone number Area’s are installed on; all Area’s will answer.
To speak with individual Area’s: (for Area’s 1-5 press *1, *2, *3, *4 or *5)
or (for Area’s 6-10 press #1, #2, #3, #4 or #5) to speak with all phones press *0

8
0

b. To program Area’s to call the ARCU Master unit first and then if no answer to dial secondary
emergency numbers
1. Programming steps

a.
b.
C.

d.

Press Enter to get into program mode

Press 1, Enter, (Phone Number 1), Stop

Press 2, Enter, (Same number programmed in step b), Stop

press 3-5, Enter, (Phone Number), Stop (for each additional emergency phone number)

Press and hold Stop for 2-3 seconds until warble sound to exit programming

c. To program Area’s to dial standard emergency numbers
1. Programming steps

a.
b.

C.

Press Enter to get into program mode

Press 1, Enter, (Phone Number), Stop

Press 2-5, Enter, (Phone Number), Stop (for each additional emergency phone numbers)
Press and hold Stop for 2-3 seconds until warble sound to exit programming

d. To program Location Message
1. Programming steps

a.
b.
C.

d.

Press Enter to get into program mode

To turn on message press 1, 3, Enter, 2 or for no message press 1, 3, Enter, 0
Press 6, Record, (Wait for Beep, Speak your message), Stop

(To replay message press 6, Play)

To program frequency of message press 1, 3, Enter, _

(1=plays message once; 2=plays message twice (this is the standard configuration);
3=plays message until called party presses * on their phone

Press and hold Stop for 2-3 seconds until warble sound to exit programming



a. Once all connections are made the following LED’s should be lit:
» Power LED, located on bottom edge of the faceplate, will be constant lit green
» Battery LED, also located on bottom edge of the faceplate, will be constant lit.

* Red = Low level charge
* Yellow = Mid level charge
* Green = Full Charge

b. Initiate a Call to an ADA-1000 or Master A & B from the ARCU Master

1.
2.

NoOoORW

Lift handset on ARCU Master

Press the Talk button corresponding to the ADA-1000 Area or Master A & B you wish
to call into.

The green LED will light next to that button

You should have two way communication to that Area

You can place the ADA-1000 area on hold by pressing the Talk button a second time.
To resume communication press the Talk button a third time.

To disconnect hang up handset.

c. ADA-1000 places a call into the ARCU Master

1.

2.

3.

You will hear an alternating audible tone at the ARCU Master indicating a call has been

initiated by one of the Area’s

The corresponding green LED will light on the ARCU Master next to the Area that placed the call
Lift the handset and there is Two-Way Communication between the ARCU Master and the
ADA-1000 Area Station. The handset can be hung up on the ARCU Master to end the call

d. ADA-1000 places a call into the ARCU Master then an outside number or just to an outside number

1.

2.

You will hear an alternating audible tone at the ARCU Master indicating a call has been
initiated by one of the ADA-1000’s (if programmed to call outside line only, no tone)

The corresponding green LED, will light on the ARCU Master next to the Area that placed the call

If call is not answered at the ARCU Master the ADA-1000 will hang-up
and re-dial the second number programed into the ADA-1000.

The CO Line LED, located next to Red Button, will also be lit indicating that the outside
line is active. Two-way communication can then take place between the outside line and

ADA-1000 once the call is answered.

The ARCU Master can join the conversation by the handset being lifted at the ARCU Master.

To talk to Rescue Services only from the ARCU Master, place the Area on hold by pressing the
corresponding Talk button. To bring them back into the conversation, press the Talk button again.

To disconnect Rescue Services, press the red button at the top of the face plate.
The Rescue Services LED will go off and leave you communicating with the ADA-1000’s only.



2300-630SM Sub-Master Installation and Operation

Installation:

* Mount Master A or B to the wall in desired location.

* Run twisted, 24 or 22 gauge, 4 wire cabling (CAT-5 rating or greater is preferred) to connect Master A or B
to ARCU Master

» Lift Handset
* To dial Individual Phones connected to SmartRescue:

Press *1 (Area #1) Press #1 (Area #6)
Press *2 (Area #2) Press #2 (Area #7)
Press *3 (Area #3) Press #3 (Area #8)
Press *4 (Area #4) Press #4 (Area #9)
Press *5 (Area #5) Press #5 (Area #10)

If you wish to dial all Area’s Press *0

*Note all ADA-1000’s area stations must first be programmed in Consolidator Mode for this function

Typical Wiring Diagram:

E —| Optional Master A & B
J Phone Ports

=
D
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Troubleshooting

Problem

Possible Cause & Fixes

Power LED is not
illuminated:

* Check to make sure the transformer is connected to a good 120vac power
source.

* Make sure power connection on the circuit board is secure

Battery LED is not
illuminated:

» Battery plug is not connected to circuit board

» Battery should be replaced every 2 years. (HDI #: HD70019a)

No dial tone:

* Analog phone line or Voice Over IP (VolP) with proper VolIP Interface is
not connected, cannot be a digital phone line.

» Tip and Ring on center pin of RJ-11 reversed.

Talk/Hold LED’s
will not illuminate
after buttons are
pressed:

+ Twisted, shielded, 24 or 22 gauge, 4 wire runs are not connected to phone(s)

* 4 wires not ran all the way through from ADA-1000’s to ARCU Master

LED’s periodically
blink:

* Noise on phone line. Check shield ground at the ARCU Master. Make sure
you ran twisted, shielded, 24 or 22 gauge, 4 wire sets (CATS or better) from
each phone

Volume low on
ADA-1000’s:

* Locate silver VR1 pot in bottom right hand corner of ADA-1000 board.

* Turn VR1 clockwise with fine phillips head screwdriver to increase volume.

Volume low on
handset:

* Adjust volume control on under side of handset

ARCU Master
dial ADA-1000’s

but Area will not
dial ARCU Master

* No outside phone line connected to ARCU Master
* Phone line connected doesn’t have working 24v to 52v

* Line connected has voltage but doesn’t have working dial-tone.
* Plug analog phone into phone line and place a call out to verify line.




